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Abstract—The Jacobian matrix is a highly popular tool for the control
and performance analysis of closed-loop robots. Its usefulness in parallel
mechanisms is certainly apparent, and its application to solve motion
planning problems, or other higher level questions, has been seldom
queried, or limited to non-redundant systems. In this paper, we discuss
the shortcomings of the use of the Jacobian matrix under redundancy, in
particular when applied to kinematically redundant parallel architectures
with non-serially connected actuators. These architectures have become
fairly popular recently as they allow the end-effector to achieve full
rotations, which is an impossible task with traditional topologies. The
problems with the Jacobian matrix in these novel systems arise from the
need to eliminate redundant variables when forming it, resulting in both
situations where the Jacobian incorrectly identifies singularities (false
positive), and where it fails to identify singularities (false negative). These
issues have thus far remained unaddressed in the literature. We highlight
these limitations herein by demonstrating several cases using numerical
examples of both planar and spatial architectures.
I. INTRODUCTION
The Jacobian matrix is a well-renowned and popular tool used
in the control and analysis of parallel robots, relating the output
velocity of the manipulator’s end-effector, or platform, with the
input joint velocities. An important role that the Jacobian plays in
the analysis of these robots is the identification of singularities [1],
which are problematic configurations in which the total number of
degrees of freedom of the mechanism changes, possibly resulting in
a loss of control of the robot. The singularities of non-redundant
parallel mechanisms were first addressed in [2], where the input
and output velocity vectors, θ˙ and x˙, are related by the Jacobian
matrices A and B, such that Ax˙ + Bθ˙ = 0. Three singularity
types were defined when each and both of A and B are singular.
A more comprehensive singularity classification for non-redundant
parallel robots was presented in [3], where six different types of
singularities in parallel robots are defined, taking into account the
passive joint velocities of the mechanism as well as the input and
output variables. Furthermore, an additional category, termed the
constraint singularity, is addressed in [4], which may occur when
the Jacobian matrices describing the input-output relationship of a
non-redundant parallel manipulator are non-singular.
For redundant parallel mechanisms, which are robotic systems
where the number of input variables exceeds the dimension of the
task space, the literature is much less comprehensive. Redundancy has
been traditionally included in closed-loop manipulators to overcome
one of the major limitations of these robots, namely their limited
workspaces and rotational capabilities due to the existence of singu-
larities [5], [6]; it was indeed a highly active research topic in the
late 1990s and early 2000s (e.g., [7], [8]). The use of redundancy
in parallel robots has regained popularity in recent years as it is
useful for obtaining architectures able to complete full rotations of the
end-effector [9], [10]. Just as for non-redundant robots, the Jacobian
is frequently used to perform the singularity analysis of redundant
parallel mechanisms. For instance, in [7], a solution to finding the
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singular configurations of redundantly actuated robots, for which the
number of input parameters, n, exceeds the number of degrees of
freedom of the platform, m, was proposed by generating a non-
square m×n Jacobian, J, such that x˙ = Jθ˙, where the configuration
is singular if det(JJT ) = 0. A similar analysis was conducted
in [11], using singular value decomposition of the Jacobian, where
three different singularity conditions were found.
It can be said that there exists two types of redundant parallel
mechanisms: those that are redundantly actuated, and those that are
kinematically redundant [9]. Kinematically redundant architectures
correspond to mechanisms for which the number of actuated joints
exceeds the task space of the end-effector, but all of which are
required to be locked in order for the entire system to become rigid.
This is in contrast to redundantly actuated mechanisms, in which not
all actuators need to be active to fix the position of the end-effector
with respect to the base. The advantage of kinematically redundant
architectures is that they do not suffer from the generation of internal
forces or moments due to the mechanism being over-constrained.
There are two different ways to obtain kinematically redundant
architectures; the first is to take a non-redundant architecture and
add extra actuated joints in the kinematic chains (limbs) connecting
the end-effector to the base, such that there now exists actuated
joints connected in series [12]. The second is to develop architectures
where two or more of the limbs are interconnected between the
base and the platform such that none of the actuators are connected
in series [13], [10]. We refer to these two types of kinematically
redundant architectures as those with serially connected actuators
and those with non-serially connected actuators, respectively. Herein,
our focus is directed at the latter category of architectures, as it has
been shown that some of these systems have exhibited unlimited
rotational capabilities (e.g., [9]), an impossible task with other parallel
architectures, and have become fairly popular recently.
Several kinematically redundant architectures with non-serially
connected actuators have been indeed proposed in the literature
in the last five years. When conducting the kinematic analysis of
these mechanisms, it is commonplace to formulate the so-called
forward kinematic Jacobian by eliminating the additional passive
joint velocity which describes the kinematically redundant degree
of freedom—see for instance [9], [13], [14]. However, there are
problems associated with this method which, to the authors’ knowl-
edge, have yet to be discussed in the literature. Such problems
arise when using Jacobian-based methods of singularity analysis on
these mechanisms. Herein, the term singularity is used to describe
the so-called forward kinematics singularity, also referred to as a
singularity of redundant output in [15], which describes a config-
uration where a non-zero output velocity vector is generated even
when the actuators are locked. In this paper, the Jacobians of three
kinematically redundant parallel robots with non-serially connected
actuators (two planar and one spatial) are calculated following the
standard approach, and particular instances of each architecture are
examined. It is shown that the inverse of the 2-norm condition number
of the Jacobian, a traditional method of singularity analysis, either
fails to identify or incorrectly identifies a singular configuration.
Indeed, other measures, such as computing the determinant of the
Jacobian, exhibit the same shortcomings. This phenomenon is distinct
from the constraint singularity, in that the Jacobian is either failing
to identify (false negative), or incorrectly identifying (false positive),
direct kinematic singularities. The failure of the Jacobian is verified
using the principles of rigidity theory; by analysing the underlying
graph of the robot and computing its rigidity matrix.
The rest of this paper is structured as follows. In section II, a
summary of the principles of rigidity theory is given, including how
a parallel robot can be analysed in terms of its underlying graph and
2how its rigidity, or lack thereof, can be determined by computing the
rank of its rigidity matrix. In section III, a family of kinematically
redundant parallel mechanisms with non-serially connected actuators
is presented, and in section IV, the methods used to calculate the
Jacobian for these mechanisms are presented. In section V, three
example configurations of these architectures where the Jacobian fails
as a means of singularity analysis are demonstrated. In section VI the
results are discussed and, finally, in section VII we conclude.
II. THE RIGIDITY MATRIX OF PARALLEL ROBOTS
Rigidity theory provides a useful set of mathematical tools which
can be leveraged for the analysis of parallel robots [16], [17], [18].
A graph G = (V,E) is a set of |V | vertices and |E| edges,
where each edge joins two vertices and is associated with a real
number. A realisation of a graph is an assignment of coordinates to
each vertex such that the Euclidean distances between any adjacent
vertices equals the number associated with the corresponding edge.
A framework, denoted by p(G), is the combination of a graph and
a realisation. A framework that can be continuously deformed whilst
maintaining all of the distance constraints between the vertices is
flexible, else it is rigid [16]. Parallel robots can be analysed using
these principles through modelling the joints of the mechanism as the
vertices of a graph and the links that join them as the edges [19]. A
given configuration of a particular architecture can then be described
as a framework, and the rigidity of the physical mechanism can be
analysed by inspecting this framework.
A finite flexing of a framework p(G) is defined as a family
of realisations of G such that if the position of each vertex is
differentiable with respect to time, the distance constraint (pi(t) −
pj(t))
2 = constant holds for each vertex pairing (i, j) ∈ E, and
differentiating leads to
(vi − vj) · (pi − pj) = 0 (1)
where vi is the instantaneous velocity of vertex i. An infinitesimal
motion of a framework is a set of vertex velocities for which (1) holds
for every paring of adjacent vertices; for generic graph realisations,
infinitesimal motions correspond to finite flexings [16]. Finite flexings
can be categorised as either trivial or non-trivial. Trivial finite flexings
correspond to translations or rotations of the Euclidean space itself,
non-trivial finite flexings are those that do not fit this description.
If there exists a non-trivial infinitesimal motion, the framework is
described as flexible, otherwise it is described as rigid.
In d-dimensional Euclidean space, a set of n vertices have nd
possible independent motions. A d-dimensional body has d possible
translations and d(d−1)/2 rotations, whereas a d′-dimensional body
for which d′ < d has d′(2d− d′ − 1)/2 rotations. The total number
of allowed motions, S(n, d), for the framework is given by the total
number of independent motions of the vertices, nd, minus the number
of rigid body motions, this is formulated by
S(n, d) =
{
nd− d(d+ 1)/2 if n >= d,
n(n− 1)/2 otherwise. (2)
If each edge adds one independent constraint, then S(n, d) edges are
required for the system to become rigid.
A method of testing the rigidity of a graph is by forming its rigidity
matrix, which is comprised of the set of equations (1) for each edge.
The matrix has m rows, each of which corresponds to an edge and
nd columns, each of which corresponds to a coordinate of a vertex.
If an element in the matrix is in a row corresponding to an edge
and in a column of a vertex that is part of that edge, then the value
of that element is the difference between that vertex and the other
vertex in the edge in terms of the coordinates dictated by the column.
Fig. 1. Mechanism whose graph corresponds to three vertices, positioned at
P1 = (0, 0)T , P2 = (2, 0)T , and P3 = (1, 1)T , and three edges.
For example, consider the planar case depicted in Fig. 1 where two
prismatic actuators are joined together by a revolute joint and also
to the ground via two other revolute joints; assuming the actuators
are locked, this mechanism can be modelled by a graph composed of
three vertices, located at the positions of the revolute joints, joined
by three edges, which correspond to the length between each pair
of joints. For the case where the vertices are positioned at P1 =
(0, 0)T , P2 = (2, 0)T , and P3 = (1, 1)T , as displayed in Fig. 1, the
corresponding rigidity matrix is
M =

x1 y1 x2 y2 x3 y3
e1,2 −2 0 2 0 0 0
e1,3 −1 −1 0 0 1 1
e2,3 0 0 1 −1 −1 1
. (3)
The example given above is straightforward since it is a planar
linkage where all of the passive joints are revolute. If the revolute
joints of this mechanism were replaced by spherical joints, such that
the corresponding spatial mechanism was formed, the 3-dimensional
graph would again consist of three vertices connected by three edges.
The spatial manipulator examined in this paper consists of revolute
and universal joints in addition to spherical joints, the corresponding
sub-graphs for each of these joints are addressed here. A revolute joint
in a spatial mechanism corresponds to two vertices which lie along
the joint’s axis. If the revolute joint is attached to a spherical joint,
each vertex is connected to the vertex corresponding to the spherical
joint in addition to each other [20]. A universal joint attached to
the base corresponds to three adjacent vertices, two attached to the
base, forming the base revolute axis, and the third, able to move with
respect to the base, forming the moving revolute axis with one of the
other two vertices. If the universal joint is connected to a revolute
joint, then the vertices that form the moving axis are each connected
to both of the vertices corresponding to the revolute joint.
A framework is rigid if, and only if, the row rank, herein referred
to as rank, of its corresponding rigidity matrix is equal to S(n, d).
This is because as all infinitesimal motions must be in the null space
of M , and S(n, d) represents the size of the rigidity matrix without
any trivial infinitesimal motions, it follows that if there exists any
non-trivial motions within the null space of M , its rank must be
less than S(n, d). Therefore for a parallel robot, which is generally
rigid, its corresponding rigidity matrix should be of full rank except
for singular configurations in which it loses its inherent rigidity. In
section V, computing the rank of the rigidity matrix is used as a
steadfast method of determining whether or not a parallel robot has
entered a singularity.
III. KINEMATIC REDUNDANCY IN PARALLEL ROBOTS
A kinematically redundant parallel robot is a mechanism whose
total number of degrees of freedom exceeds the number of degrees
of freedom of the end-effector, and that is rigid when, and only when,
all of its actuators are locked. Here we categorise such architectures
into two different types: those which contain serial connected actu-
ators and those which do not. Architectures with serially connected
3Fig. 2. A family of kinematically redundant parallel robots with non-serially connected actuators proposed in the literature. The architectures, from left to
right, were first presented in [21], [13], and [14], respectively.
actuators can be obtained by taking a non-redundant architecture
and adding extra actuated joints to the existing limbs. Architectures
which don’t exhibit actuators connected in series contain at least
two limbs that share a kinematic constraint between the base and
the moving platform. Fig. 2 displays three instances of non-serially
actuated kinematically redundant parallel architectures that have been
proposed in the literature.
The architecture displayed on the left-hand side of Fig. 2, first
presented in [21], is a planar mechanism that consists of four RPR
legs, that is an actuated prismatic joint with a passive revolute joint
at each of its ends, two of which join the end-effector to the base
directly, and the the other two join the end-effector to a ternary link,
which itself is connected to the base via a passive revolute joint. The
second architecture, presented in [13], is also a planar mechanism that
consists of four RPR legs. Two of the legs are connected to the base
and the end-effector at separate points, the other two legs are joined
to the end-effector at separate points and to a binary link at the same
point, which in turn is connected to the base via a passive revolute
joint. The third architecture, presented in [14], consists of a moving
platform which is connected to the base by multiple redundant and
non-redundant legs. A non-redundant leg consists of a prismatic joint
which is joined to the platform via a spherical joint and to the base via
a universal joint. A redundant leg consists of two prismatic actuators
joined to the base at different points via universal joints, and to
each other via a revolute joint, which in turn is connected to the
platform via a spherical joint. The instance of the manipulator shown
in Fig. 2 consists of three pairings of redundant and non-redundant
legs, where the universal joints of each pairing are positioned upon of
the same line. The six spherical joints connecting the legs to platform
are located at three different positions; each position shares a joint
between a redundant and non-redundant leg from different pairings.
The advantage that kinematically redundant architectures hold over
their non-redundant counterparts is that it is possible to reconfigure
the mechanism without changing the pose of the end-effector, mean-
ing that the singularity locus in the robot’s workspace is significantly
reduced. Additionally, unlike redundantly actuated robots which are
over constrained mechanisms, kinematically redundant architectures
do not suffer from needless internal moments and forces being exerted
onto the platform since the robot is only rigid when all of the actuators
are locked. Furthermore, kinematically redundant architectures with
non-serially connected actuators, such as those presented in Fig. 2,
do not suffer from the accumulation of actuator errors along each
of the limbs. In the following section, the method of calculating the
Jacobian matrices, relating the robot’s input joint velocity vector to
the output velocity vector, is demonstrated for each of these three
architectures.
IV. CALCULATION OF THE JACOBIAN
The relationship between the input joint velocities and the output
velocity of the end-effector of a parallel robot can be described by
the Jacobian matrices, J and K, such that
Jc˙ = Kq˙ (4)
where c˙ and q˙ denote the output and input velocity vectors, re-
spectively. Traditionally, the robot is determined to be in a type-II
singularity if J is singular. In this section, the method of calculating
J for each of the three kinematically redundant parallel robots with
non-serially connected actuators displayed in Fig. 2 is demonstrated.
Unlike for non-redundant architectures, the method requires the
elimination of at least one redundant output velocity variable in order
to form the row(s) corresponding to the branches of the mechanism
which join between the end-effector and the base; e.g. when two
legs are joined to common link which, in turn, is joined to the
base. This process of eliminating the redundant output variable(s)
generates issues when performing singularity analysis, these problems
are discussed in section V.
The methods of calculating the Jacobian for each of these three
mechanisms is summarised below. The aim of this section is to
highlight the need for the elimination of redundant joint velocities, the
aim is not to give a detailed account of how the Jacobian is calculated
from start to finish. For a more comprehensive detailing of each
method, the reader is referred to the detailed Jacobian calculations in
the multimedia material.
A. Architecture 1 - 1st Planar Case
Firstly, let’s consider the robot architecture displayed on the left-
hand side of Fig. 2, the corresponding kinematic diagram of this
architecture is shown in Fig. 3. The moving platform (P6P7) is
connected directly to the base via two RPR legs at P1 and P2, namely
legs 1 and 2, and to the ternary link via the two other RPR legs at
P4 and P5, namely legs 3 and 4, which is connected to the base
itself via a revolute joint at P3. A fixed reference frame, Oxy, is
attached to the base and a moving frame, Pex′y′, is attached to the
moving platform. The orientation of the platform, φ, is given by the
angle taken anti-clockwise from the horizontal axis of the fixed frame
to that of the moving frame, centred at Pe(x, y). After forming the
vector loop equations along each of the four legs, and taking the
derivative with respect to time for each of them, we obtain
4Fig. 3. The corresponding Kinematic diagram of the architecture displayed
in the left-hand side of Fig. 2, that of the mechanism presented in [21].
pT1,6(p˙e − p˙6,e) = ρ1ρ˙1, (5)
pT2,7(p˙e − p˙7,e) = ρ2ρ˙2, (6)
pT4,6(p˙e − p˙3,4 − p˙6,e) = ρ3ρ˙3, (7)
pT5,7(p˙e − p˙3,5 − p˙7,e) = ρ4ρ˙4. (8)
where pi,j denotes the vector from Pi to Pj , pe denotes the position
vector of Pe, ρi denotes the length of the prismatic actuators of the
ith leg of the manipulator, and dot notation is used to indicate a
derivative with respect to time.
Since the output of the robot is the 3-dimensional velocity vector,
c˙ = (x˙, y˙, φ˙)T , and the input is the 4-dimensional velocity vector,
q˙ = (ρ˙1, ρ˙2, ρ˙3, ρ˙4)
T , the Jacobian matrices, J and K, are of
dimension 3 × 3 and 3 × 4, respectively. The first two rows are
formed by equations (5) and (6), whereas the third row is formed by
combining equations (7) and (8) through the elimination of p˙3,5; the
vector which corresponds to the redundant output variable.
Since P3, P4, and P5 are all connected to the same ternary link,
the following relation exists:
p3,4 =
d3,4
d3,5
[
cos(δ) −sin(δ)
sin(δ) cos(δ)
]
p3,5 = λMp3,5 (9)
where δ is the angle taken anti-clockwise from p3,5 to p3,4. Using
this relation, equations (7) and (8) can be combined to produce the
following equation[
pT4,6(p˙e − p˙6,e)− ρ3ρ˙3
pT5,7(p˙e − p˙7,e)− ρ4ρ˙4
]
=
[
pT4,6λM
pT5,7
]
p˙3,5, (10)
and then p˙3,5 can be made the subject by
p˙3,5 = N
[
pT4,6(p˙e − p˙6,e)− ρ3ρ˙3
pT5,7(p˙e − p˙7,e)− ρ4ρ˙4
]
, (11)
where
N =
[
pT4,6λM
pT5,7
]−1
.
Since the distance between P3 and P5 is constant,
pT3,5p˙3,5 = 0. (12)
The redundant output variable, p˙3,5, is then eliminated by substitut-
ing (11) into (12). By expanding the velocity vectors, we obtain
pT3,5N
[
pT4,6
pT5,7
] [
x˙
y˙
]
−pT3,5N
[
pT4,6Ep6,e
pT5,7Ep7,e
]
φ˙ = pT3,5N
[
ρ3ρ˙3
ρ4ρ˙4
]
, (13)
Fig. 4. The corresponding kinematic diagram of the architecture displayed
in the right-hand side of Fig. 2, that of the mechanism presented in [14].
where
E =
[
0 −1
1 0
]
.
By similarly expanding the velocity vectors of equations (5) and (6),
the Jacobian matrices J and K can be formed, such that J is given
by
J =

pT1,6 −pT1,6Ep6,e
pT2,7 −pT2,7Ep7,e
pT3,5N
[
pT4,6
pT5,7
]
−pT3,5N
[
pT4,6Ep6,e
pT5,7Ep7,e
]
 . (14)
B. Architecture 2 - Spatial Case
Here the Jacobian is calculated for the kinematically redundant
spatial manipulator displayed in the right-hand side of Fig. 2, the
corresponding kinematic diagram of which is displayed in Fig. 4.
As mentioned above, the manipulator consists of a moving platform
attached to the base by three redundant and three non-redundant legs.
The non-redundant legs consist of an actuated prismatic joint which
is connect to the base via a universal joint, at point Ai, and to the
moving platform via a spherical joint, at point Bi, where i = 4, 5, 6.
The redundant legs consist of two actuated prismatic joints joined
to the base at points Ai,1 and Ai,2, to each other via a revolute
joint at Si, and to the moving platform via a spherical joint at Bi,
where i = 1, 2, 3. The six spherical joints attached to the platform
are positioned in coincident pairs. A fixed reference frame Oxyz
is attached to the base and a moving reference frame Px′y′z′ is
attached to the moving platform. In [14], the Jacobian is calculated
for a manipulator with an unspecified number of redundant legs, here
the same method is simplified for a manipulator with three redundant
and three non-redundant legs. The position vectors of the universal
joints on the base, Ai,j and Ai for the redundant and non-redundant
legs respectively, are denoted by ai,j and ai. The position vectors
for the spherical joints, Bi, on the platform are given by bi, and
the position vectors of each revolute joint, Si, are denoted by si.
The Jacobian, J, of this robot is a 6× 6 matrix, where three of the
rows correspond to the redundant legs and three correspond to the
non-redundant legs. Here, the steps required to compute the rows
corresponding the redundant legs are shown as this is where the
elimination of the redundant variables occurs.
5The position of the ith platform joint in terms of Q, the matrix
denoting the orientation of the platform, and vi,0, the position of the
joint in the moving frame,is given by
bi = p+Qvi,0, i = 1, ..., 6. (15)
For the ith redundant leg, the following constraint equations are
written
(si − ai,j)T (si − ai,j) = ρ2i,j , (16)
(si − bi)T (si − bi) = l2i , (17)
where li denotes the length of the link which joins Si and Bi, and
j = 1, 2. Given that the joints Ai,1, Ai,2, Si, and Bi are coplanar,
if we define a unit vector ei which passes through the base joints of
redundant leg i, the following relationship must hold
[(bi − ai,1)× ei]T (si − ai,1) = 0. (18)
By differentiating equations (16) and (18), the following is obtained (si − ai,1)T(si − ai,2)T
[(bi − ai,1)× ei]T
 s˙i = His˙i =
 ρi,1ρ˙i,1ρi,2ρ˙i,2
[(si − ai,1)× ei]T b˙i
 .
(19)
Equation (19) is solved for s˙i by taking the matrix inverse of Hi,
such that
s˙i = H
−1
i
 ρi,1ρ˙i,1ρi,2ρ˙i,2
[(si − ai,1)× ei]T b˙i
 , (20)
where H−1i can be expressed as
H−1i =
Adj(Hi)
det(Hi)
, (21)
Adj(Hi) is the adjoint of matrix Hi and det(Hi) is the determi-
nant, which herein will be denoted by µi. These can be expressed
algebraically by
det(Hi) = µi = [(si−ai,1)× (si−ai,2)]T [(bi−ai,1)× ei] (22)
and
Adj(Hi) =
[
hi,1 hi,2 hi,3
]
(23)
where
hi,1 = (si − ai,2)× [(bi − ai,1)× ei], (24)
hi,2 = [(bi − ai,1)× ei]× (si − ai,1), (25)
hi,3 = (si − ai,1)× (si − ai,2). (26)
Now equation (20) can be rewritten as
s˙i =
1
µi
(hi,1ρi,1ρ˙i,1+hi,2ρi,2ρ˙i,2+hi,3[(si−ai,1)×ei]T b˙i). (27)
By taking the derivative of (17), one obtains
(si − bi)T s˙i = (si − bi)T b˙i, (28)
and substituting (27) and the derivative of (15) into (28) gives
(si − bi)T p˙+ [Qvi,0 × (si − bi)]Tω =
(si − bi)Tmiρ˙i,1 + (si − bi)Tniρ˙i,2 (29)
where
mi =
ρi,1
µi
[(si − ai,2)× [(bi − ai,1)× ei]], (30)
ni =
ρi,2
µi
[[(bi − ai,1)× ei]× (si − ai,1)]. (31)
The output velocity vector of the manipulator is given by c˙ =
(p˙T ,ωT )T and the vector of actuated joint velocities is given by
Fig. 5. The corresponding Kinematic diagram of the architecture displayed
in the centre of Fig. 2, that of the mechanism presented in [13].
q˙ = (ρ˙1,1, ρ˙1,2, ρ˙2,1, ρ˙2,2, ρ˙3,1, ρ˙3,2, ρ˙4, ρ˙5, ρ˙6)
T . Equation (29) is
used to construct the first three rows of the Jacobian which correspond
to the redundant legs of the manipulator. Then, along with the latter
three rows which correspond to the non-redundant legs, the Jacobian
matrices J and K can be computed. Matrix J is given by
J =

(s1 − b1)T [Qv1,0 × (s1 − b1)T ]
(s2 − b2)T [Qv2,0 × (s2 − b2)T ]
(s3 − b3)T [Qv3,0 × (s3 − b3)T ]
(b4 − a4)T [Qv4,0 × (b4 − a4)T ]
(b5 − a5)T [Qv5,0 × (b5 − a5)T ]
(b6 − a6)T [Qv6,0 × (b6 − a6)T ]
 . (32)
C. Architecture 3 - 2nd Planar Case
The final mechanism under inspection, displayed in the centre of
Fig. 2, is the kinematically redundant planar parallel architecture
presented in [13], the kinematic diagram of which is shown in Fig. 5.
The architecture consists of four RPR legs, two which of are joined
to the base at points A1 and A2, and to the moving platform at B1
and B2. The other two are joined to the platform at points B3 and
B4, and are joined to an additional link at the same point, S, which
in turn is connected to the base via a revolute joint centred at A3.
A fixed reference frame Oxy is attached to the base, and a moving
reference frame Px′y′ is attached to the platform at point P (x, y);
the orientation of the platform, φ, is defined by the angle taken anti-
clockwise from the horizontal axis of the fixed reference frame to that
of the moving reference frame. The position vectors of points Ai, Bi,
S, and P are denoted by ai, bi, s, and p respectively. The Cartesian
coordinates of the platform are given by c = (x, y, φ)T . The distance
between joints Ai and Bi, i = 1, 2, and S and Bi, i = 3, 4, is denoted
by ρi, corresponding to the lengths of the prismatic actuators. The
orientation of link A3S relative to the fixed reference frame is given
by γ. Firstly, the constraint equations in terms of the square of the
length of each prismatic actuator, ρ2i , and the square of the length of
link A3S, l2i , are formed, and their derivatives are obtained as
(bi − ai)T (p˙+ φ˙Eνi) = ρiρ˙i, i = 1, 2, (33)
(bi − s)T (p˙+ φ˙Eνi − s˙) = ρiρ˙i, i = 3, 4 (34)
(s− a3)T s˙ = 0 (35)
where νi = Qν0,i. Equations (34) are then combined to form the
matrix equation
Gc˙− h = Hs˙ (36)
6such that [
fT fTEν3
mT mTEν4
]
c˙−
[
ρ3ρ˙3
ρ4ρ˙4
]
=
[
fT
mT
]
s˙
where fT = (b3− s)T and mT = (b4− s)T . Equation (36) is then
rearranged to make s˙ the subject by taking the inverse of matrix H,
such that
s˙ = N(Gc˙− h) (37)
where
N = H−1 =
1
fTEm
[
Em −Ef] .
The redundant variable, s˙, is then eliminated by substituting (37)
into (35), such that
(s− a3)TNGc˙ = (s− a3)T
[
Emρ3
fTEm
−Efρ4
fTEm
] [ρ˙3
ρ˙4
]
(38)
where
NG =
E
fTEm
[
(mfT − fmT ) (mfTEν3 − fmTEν4)
]
. (39)
This may be further simplified to
NG =
[
1 E(s− p)] (40)
where 1 denotes the 2 × 2 identity matrix. The details of this
simplification are given in the detailed Jacobian calculations in the
multimedia material, however this is not the focus; if either (39)
or (40) are used to form the Jacobian, the same problems still manifest
themselves. These issues are generated through performing the matrix
inverse, H−1, and the elimination of the redundant variable, s˙. The
first two rows of the Jacobian Matrices, J and K, can then be formed
from (33), and the third row can be obtained by substituting (40)
into (38), such that matrix J is given by
J =
(b1 − a1)T (b1 − a1)TEν1(b2 − a2)T (b2 − a2)TEν2
(s− a3)T (s− a3)TE(s− p)
 . (41)
V. LIMITATIONS OF THE JACOBIAN
In this section, some examples of the problems with using
Jacobian-based methods of singularity analysis for kinematically
redundant robots with non-serially connected actuators are demon-
strated. The Jacobian is computed for each of the three architectures
presented in Fig. 2 whilst in configurations where these problems
manifest themselves. The singularity analysis is conducted using the
inverse of the 2-norm condition number of the Jacobian, and the
results are assessed by constructing the rigidity matrix and calculating
its rank. The rigidity matrices for each of the three mechanisms are
provided in the multimedia material.
A. 1st Planar Case - False Positive of the Jacobian
In this first example, we consider a mechanism which has the same
architecture as that presented in the left-hand side of Fig. 2. Let’s
consider the configuration of this mechanism where p1 = (0, 0)T ,
p2 = (3, 0)
T , p3 = (2.5, 1)T , p4 = (1.79, 1.71)T , p5 = (2.5, 2)T ,
p6 = (1.41, 2.63)
T , and p7 = (2.88, 2.92)T ; the corresponding
kinematic diagram is shown in Fig. 6. The Jacobian, J, is obtained by
inputting these values into (14). The inverse of the 2-norm condition
number of the obtained Jacobian is zero, suggesting that the robot
is in a singularity. However, the rigidity matrix of the mechanism in
this configuration has full rank, this indicates that the robot is not in
a singularity, despite the fact that the inverse of the condition number
of the Jacobian suggests the robot is in a singularity.
Fig. 6. Configuration of the robot proposed in [21] where the inverse of the
condition number of the Jacobian is zero, suggesting that the configuration is
singular, but the rigidity matrix is of full rank, indicating that the mechanism
is not in a singularity.
B. Spatial Case - False Negative of the Jacobian
Now we turn our attention to the spatial manipulator. In this case,
the issue is that it is possible to have a configuration where the robot
enters a singularity, indicated by the fact that the rigidity matrix
loses rank, but the determinant of the Jacobian is non-zero. In [14],
where the architecture is presented and the Jacobian is calculated,
the authors state that an assumption of this mechanism is that the
legs never lie in the base plane. However, since the inverse of the
condition of the Jacobian does not approach zero as the robot nears
such a configuration, it does not act as a reliable method of analysing
how the performance of the robot deteriorates near all singularities,
making it a bad basis for path planning algorithms. In the following
example, the robot is initially in a non-singular pose and the platform
follows a trajectory towards the configuration in which the revolute
joint of one of the redundant legs, s3, lies on the line passing
through the base joints a3,1 and a3,2. A fixed reference frame is
attached to the base and the base joints are positioned at: a1,1 =
(−1.4, 0, 0)T , a1,2 = (−1.0,−0.69, 0)T , a2,1 = (0.7, 1.21, 0)T ,
a2,2 = (−0, 1, 1.21, 0)T , a3,1 = (0.7,−1.21, 0)T , a3,2 =
(1.1,−0.52, 0)T , a4 = (−1.5, 0.17, 0)T , a5 = (0.9, 1.21, 0)T ,
and a6 = (0.6,−1.39, 0)T . When in the initial pose, the plat-
form joints are positioned at: b1 = (−1.18,−0.43, 1.68)T ,
b2 = (−1.18, 0.43, 1.68)T , and b3 = (0.35, 0, 1.15)T , and the
revolute joints on the redundant legs are positioned at: s1 =
(−0.23,−0.43, 1.59)T , s2 = (−0.15, 0.47, 1.59)T , and s3 =
(0.39,−0.06, 1.07)T ; all coordinates are given to two decimal places.
The platform follows a linear trajectory such that the final pose
of the platform is given by b1 = (0.33,−1.24, 0.60)T , b2 =
(0.33,−0.38, 0.60)T , and b3 = (0.86,−0.81, 0.07)T . The rev-
olute joints of the redundant links are positioned throughout the
trajectory such that the line passing through the link bisi passes
through the midpoint of base joints ai,1 and ai,2; their positions
at the end of the trajectory are s1 = (0.25,−1.19, 0.57)T , s2 =
(0.33,−0.28, 0.57)T , and s3 = (0.90,−0.87, 0)T . Fig. 7 shows the
initial and final pose of the manipulator during this trajectory.
The trajectory is discretised into 101 steps, and the value of 1/κ(J)
(the inverse of the 2-norm condition number of J), is displayed at
each step in Fig. 8. The value of 1/κ(J) does not go to zero as
the manipulator reaches the final pose of the trajectory, where the
revolute joint s3 lies directly between a3,1 and a3,2. However, in
this configuration the manipulator is in a type-II singularity, this is
7Fig. 7. The initial and final configurations of the example kinematically
redundant spatial manipulator as it moves from a non-singular pose into a
singularity.
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Fig. 8. Inverse of the condition number of the Jacobian, 1/κ(J), for spatial
manipulator at each step of the trajectory, showing that the Jacobian does not
approach becoming singular as the robot moves into a type-II singularity.
determined by formulating the rigidity matrix of the mechanism and
computing its rank at each step. The rank of the rigidity matrix at each
step is 88, except for the last step at which it drops to 87, indicating
that the mechanism has entered a type-II singularity at this point and
lost its rigidity.
C. 2nd Planar Case - False Negative of the Jacobian
In this final example, the 2nd planar architecture is examined
as it moves from an initial non-singular configuration through a
singularity. The trajectory is depicted in Fig. 9, the transparent
instances show the initial and final non-singular configurations of
the mechanism whereas the opaque instance shows the singular
configuration. The base joints are positioned at: a1 = (12, 15)T ,
a2 = (8, 0)
T , and a3 = (−2, 1)T , and joint S is always po-
sitioned at s = (0, 2.5)T throughout the trajectory. In the initial
configuration, the platform joints are positioned at b1 = (−3, 10)T ,
b2 = (−3, 7)T , b3 = (−6.5, 7)T , and b4 = (−6.5, 10)T . The
platform then moves along a horizontal trajectory to the right, passing
through a configuration where the links SB3 and SB4 become
collinear. The value of the inverse of the 2-norm condition number,
1/κ(J), is plotted against the x coordinate of platform joint b1 in
Fig. 10. This case is similar to that reported in example 2, in that
the value of 1/κ(J) does not approach zero as the robot nears a
singularity, when x0 = 3.5.
Fig. 9. Trajectory of the example kinematically redundant planar parallel
robot, passing through a type-II singularity for which the Jacobian stays non-
singular.
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Fig. 10. Value of 1/κ(J) as the planar parallel robot passes through the
singularity; the configuration where the limbs joined to the platform and the
redundant link become collinear, occurring at x0 = 3.5.
VI. DISCUSSION
It is clear that these shortcomings of the Jacobian as a means
of singularity detection have serious implications in terms of path
planning algorithms for kinematically redundant parallel robots with
non-serially connected actuators. For cases similar to the first ex-
ample, the feasible workspace of the mechanism would needlessly
be restricted since the Jacobian becomes singular in configurations
where the robot is not in a singularity. Whereas for cases similar to
the second two examples, any path planning algorithms based on the
Jacobian would run the risk of moving the robot into a configuration
where its performance may deteriorate significantly.
The issues are generated by the need to eliminate a, or multiple,
redundant variables. For the first example, the determinant of the
Jacobian becomes singular because the matrix that is inverted to
obtain N, in equation (11), itself becomes singular due to a linear
dependence between its rows. Although this accounts for the singu-
larity from a mathematical perspective, it does not translate into a
physical meaning for the singularity. The geometric conditions for
this instance to occur are that if the line which passes through leg 3
of the manipulator is rotated by δ in the clockwise direction, and the
result is a collinearity with the line which passes through leg 4. In
addition to computing the rank of the corresponding rigidity matrix,
it is also possible to verify that this configuration is non-singular
by performing the singularity analysis via instantaneous centres of
rotation [10], [22], [23]. This analysis is not conducted here for the
8sake of brevity, however the reader is referred to [10] for the method
of performing the analysis on the same architecture as that in example
1, but with RRR instead of RPR legs. The result is that, when in
the configuration detailed in example 1, the instantaneous centres
of rotation between the platform and the base, for each of the four
equivalent mechanisms where all but one of the actuators are locked,
are all determinable and do not coincide with one another, indicating
that the robot is not in a singularity.
The failure of the Jacobian in examples 2 and 3 is different to
example 1; the inverse of the condition number of the Jacobian
is non-zero, but we know that the robot is in a singularity as
the corresponding rigidity matrix is rank deficient. Although the
architectures in examples 2 and 3 correspond to spatial and planar
cases respectively, the reasons which cause the Jacobian to fail in both
examples are similar and so we will treat them both here. In example
2, the redundant variable si is eliminated by taking the inverse of
matrix Hi so that equation (20) can be substituted into (28). In
order to perform this matrix inverse, the determinant of Hi, denoted
µi, is taken; which equals zero when the prismatic actuators along
Ai,1S and Ai,2S are collinear. It can be seen that (29) is obtained by
substituting (27), that which contains µi, into (28). However, since
the third term of the right-hand side of (27) is orthogonal to (si−bi),
the product of them equals zero and hence µi does not feature in the
Jacobian matrix, J. Similarly in example 3, the term NG in (39)
is simplified to (40), such that the coefficient 1/fTEm is cancelled.
An alternative is to not perform these simplifications such that the
determinants of of matrices Hi and H, respectively, remain present
in the Jacobian; however this means that although det(J) = 0 when
the robot is in this configuration, it does not smoothly approach zero
as the robot approaches the configuration; therefore unless, the robot
is positioned precisely in such a pose, the singularity will not be
detected. It is also possible to detect these singularities by generating
the so-called ‘extended Jacobian’, by including the time derivative
of the redundant variable in the cartesian velocity vector [13], [24].
However, the use of this technique for path planning algorithms is
limited as the time derivative of the redundant variable must also be
selected in order to solve the inverse kinematics.
We summarise the findings presented above by advising developers
of kinematically redundant parallel robots with non-serially connected
actuators to use non-Jacobian based methods of path planning and
singularity analysis. Computing the rank of rigidity matrix of the un-
derlying graph of the mechanism is a reliable method of determining
whether or not a particular configuration is singular or not, but does
not help with informing how close the robot is to a singularity. It is
clear that other methods need to be developed which do not exhibit
the aforementioned issues detailed above.
VII. CONCLUSION
This paper details the shortcomings of using Jacobian-based
methods of singularity analysis on kinematically redundant parlallel
robots which exhibit no actuators connected in series. Three example
mechanisms are examined in particular configurations where the
Jacobian fails as a means of singularity analysis, in one case the
determinant of the Jacobian equals zero when the robot is not in a
singularity (false positive), in the other cases it fails to go to zero
as the robot approaches a singularity (false negative). The robot is
determined herein to be in a singularity by computing the rank of
the rigidity matrix of the underlying graph of the mechanism; this
matrix becomes rank deficient if the mechanism enters a type-II
singularity and is full rank when in a non-singular configuration.
The problems with the Jacobian for these types of parallel robots
arise due to the need to eliminate a redundant variable(s). We
summarise the paper by instructing developers of parallel robots with
similar architectures to use non-Jacobian based methods of singularity
detection or path planning algorithms. Indeed, future work may
include the development of geometric methods for such purposes.
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